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Standard Features
• Operating voltage 12-24VDC
• Momentary SPDT contacts rated 3A/24VDC
• Adjustable relock time delay 1~30 seconds
• Stainless steel or plastic faceplate
• Bi-color LED status indicator (For BTS-100-ANSI, BTS-486, BTS-300)
• Red & Green LEDs indicate power and status (For BTS-115-ANSI, 

BTS-115-S, BTS-85UK, BTS-100)
• Beeper sounds and LED on when relay is activated
• Optional surface mount back box provided
• Dimensions: ANSI size: 4 1/2” x 2 3/4” (114x70.5mm)
    European size: 85.5 x 85.5mm
    Narrow size: 115 x 44mm

BTS-400-ANSI

Stainless steel faceplate
Bi-color LED (Red/Green)

Optional Back Box

SMB-750
Metal, White

Flush mounted
ANSI size

BTS-115-ANSI

Stainless steel faceplate
Red & Green LED

Surface mounted
ANSI size

BTS-115-S

Stainless steel faceplate
Red & Green LED

Flush mounted
ANSI size

BTS-486

Stainless steel faceplate
Bi-color LED (Red/Green)

Flush mounted
European size

BTS-85UK

Plastic faceplate
Red & Green LED

Flush mounted
European size

BTS-100

Plastic faceplate
Red & Green LED

Surface mounted
European size

BTS-300

Stainless steel faceplate
Bi-color LED (Red/Green)

Flush mounted
Narrow size

114 (L) x 70 (W) x 32(D)

SMB-101
Plastic, Black/White
114 (L) x  70 (W) x 30(D)

SMB-86ALU
Aluminum, Silver
85.5 (L) x 85.5 (W) x 38(D)

SMB-86G
Plastic, Green
90 (L) x 90 (W) x 50(D)

SMB-040
Plastic, Black
115 (L) x 43 (W) x 32(D)

GEM

 All dimensions in mm


